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220/110V  50/60Hz

130kg

830*500*660 mm(L*W*H)

Power

Weight

Dimension

Model No.   1.CV.142.01 CV142  HydroBurst Bursting Strength Tester

Test  Cup  1(Standard)    2.Z.CV.142.01   7.3cm²(Dia.30.5mm±0.2mm)        
Lower  fix  ture  base  1(Standard)
                                        2.Z.CV.142.11     7.3cm²(Dia.30.5mm±0.2mm)

Test  Cup  2 (Optional)     2.Z.CV.142.02    7.55cm² (Dia. 31mm±0.2mm)
Lower  fix ture  base  2(Optional)
                                       2.Z.CV.142.12    7.55cm² (Dia. 31mm±0.2mm)

Test  Cup  4 (Optional)      2.Z.CV.142.04     10cm²  (Dia. 35.7mm±0.2mm)
Lower  fix ture  base  4(Optional)
                                        2.Z.CV.142.14     10cm²  (Dia. 35.7mm±0.2mm)

Test  Cup  5 (Optional)      2.Z.CV.142.05     50cm²  (Dia. 79.8mm±0.2mm)
Lower  fix  ture  base  5(Optional)
                                        2.Z.CV.142.15     50cm²  (Dia. 79.8mm±0.2mm)

Test  Cup  6(Optional)     2.Z.CV.142.06     100cm²  (Dia. 113mm±0.2mm)
Lower  fix  ture  base  6(Optional)
                                       2 .Z.CV.142.16     100cm²   (Dia. 113mm±0.2mm)

Test  diaphragm (optional)    4.M.020  Dia. 148 mm * 1.6 mm (10pcs/box)
Maximum  expansion  height    65 mm ±1 mm
 (with  test  cup  of  50cm²  also  can  be  used  for  70mm ± 1mm)
Operating  environment    temperature    20°C ±5°C, humidity: 50%~70%.

Hydraulic  medium         7.HY.004  glycerin  500ml/1 pc 

Test  cup  mode、Fixture  mode  and  related  dimensions

                                    0-10 MPa ±1%(with test cup ≤ 10cm²)
                                    0-3 MPa ±1%(with test cup = 50cm²)
                                    0-1 MPa ±1%(with test cup = 100cm²)
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FZ/T01030
-2016MethodB

GB/T7742.1
-2005

ISO13938
-1-2019

ASTMD3786/
3786M-18(2023)

EN 12332
-2-2002

7.3cm²
(φ30.5mm)

7.55cm²
(φ31±0.75mm)

10cm²
(φ35.7±0.5mm)

50cm²
(φ79.8mm)

100cm²
(φ113±1mm)

Standard
Specification


